SANY-=: {Y SAFE DATA SHEET

SANY SAFE SUPER FAST

SANY SAFE SUPER FAST BT
(BLUETOOTH) SANY SAFE SUPER FAST 4G
Coverage volumes from 20 m3to 300 m®
Built-in tank capacity 2L
Recharge tanks available 5L-10L-25L

Sanitization efficacy
Once a day

low intensity: workplaces with only the presence of their staff

medium intensity: places with controlled public attendance

strong intensity: places with uncontrolled crowds

Special functions

Status LED; Power button; Energy saving deactivation;
Off boiler in stand by; Buzzer deactivation

Power supply

230 Vac / 110 Vac (optional on request)

Programming by APP

Environment volume

Sanitization intensity

4 times/days sanitization time scheduling

Time zone

User management by APP

Manual activation/deactivation of sanitization

Manual activation/blocking of sanitization in progress

Activation/reactivation of sanitization cycle

Disable sanitization for n° of days

Visualization of sanitizations carried out and available

Faults visualization

GSM or BLUETOOTH
module included

Connection to the App Sany Safe by GPRS always connected with CLOUD

Bluetooth
Programming configuration parameters Programming configuration parameters
with APP Sany Safe with APP Sany Safe

User management with APP Sany Safe | User management with APP Sany Safe

Automatic time synchronization in GPRS | Automatic time synchronization in GPRS

Sim Card Included and active for 2

Sim Card ) YEARS (available for all EU countries)
Dimensions (LxHxD) mm 350 x 250 x 238 (with handle)
Weight Kg. 8,6 Kg (with empty tank)

Sany Safe is not a MSD (Medical Surgical Device)
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